
The lightweight material hoist transports PV panels, insulation and roofi ng material 
smoothly and e� ortlessly to heights of up to 10.3 metres. A two-part BAVARIA ex-
tension ladder serves as the base. Assembly takes just a few minutes and requires no 
tools. A standard cordless screwdriver is su�  cient for operation. The BAVARIA ladder 
li�  enables e�  cient, ergonomic work – with no tangled cables or excessive equip-
ment. The load carrier is specially designed for solar panels and li� s them safely and 
gently to the roof. 

Good to Know:

•  guided along a 2-part BAVARIA extension ladder with 100 mm rails¹
• space-saving ladder with small transport dimensions and versatile 

usage options
• easily secured against tilting using the included lashing straps
• recommended for standard solar modules
• no tangled cables, no heavy batteries
• especially lightweight: key components made of aluminium
•  can be used alone or in combination with the BAVARIA easyraise 

guard and other BAVARIA fall protection systems
•   also suitable for narrow spaces and indoor use

Technical Data:  

• maximum li� ing height: 10.3 m
• maximum li� ing capacity: 100 kg (approx. 220 lbs)
• hoisting speed: approx. 16 m/min 
   (depending on screwdriver used)
•  operated with a cordless screwdriver (SW 16 socket)
• easy and tool-free assembly in just 5 minutes

 1 Type 920** from year of manufacture 2018 onwards
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POWERED BY ANY STANDARD 
CORDLESS SCREWDRIVER



BAVARIA LADDER LIFT

BAVARIA LADDER LIFT – COMPLETE SET INCL. EXTENSION LADDER

Order no. Max. li� ing height* Max. li� ing capacity Hoisting speed Measurements Weight

771 00 000 10,3 m 100 kg max. 16 m/min 510 x 710 x 1300 mm 49 kg

Solar modules are transported safely 
with stepless motion.

As additional equipment, practical 
transport boxes are available.

Suitable for use with BAVARIA Type 920 ladder with 100 mm rails, ladder angle 60 to 80°.
The scope of delivery includes the top and bottom slides, the gear unit, the load carrier with extension and two lashing straps with mini ratchets.

FLEXIBLE USE FOR CRAFTSMEN AND CONSTRUCTION

Order no. Description

77100012 Stacking box 600x400x220 mm
77100013 Stacking box 600x400x320 mm

77100014 Stacking box 800x600x220 mm

77100009 Adapter for stacking boxes

The assembly is quick and easy with 
just two people.

Panels can be transported upright or 
lying down.

Order no. Max. li� ing height*
Height

ladder contact point*
Includes 

extention ladder
Ladder rungs Ladder length Stabiliser width Ladder weight

77101001 6,4 m 2,4 - 6,1 m 92024002 2x12 3,5 - 6,3 m 0,98 m 20,4 kg

77101002 7,5 m 2,9 - 7,2 m 92028002 2x14 4,1 - 7,45 m 1,2 m 23,5 kg

77101003 8,6 m 3,4- 8,3 m 92032002 2x16 4,65 - 8,55 m 1,2 m 26,5 kg

77101004 9,5 m 3,9 - 9,1 m 92036001 2x18 5,2 - 9,4 m 1,2 m 29,5 kg
77101005 10,3 m 4,4 - 9,9 m 92040001 2x20 5,75 - 10,25 m 1,2 m 32,5 kg

The scope of delivery includes a two-part BAVARIA extension ladder type 920 with extra-strong 100 mm rails and a rigid stabiliser bar, as well as the 
BAVARIA ladder li�  with the top and bottom slides, the gear unit, the load carrier with extension and two lashing straps with mini ratchets.

*The height specifi cations refer to the vertical distance from the ground. The „ladder contact point“ can be, for example, the handrail of a BAVARIA 
easyraise guard or a roof edge.

Adapter for stacking boxes Stacking box with click-system

BAVARIA LADDER LIFT ACCESSORIES
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